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China Geelong Machinery Manufacture Company Limited.(Linyi Geelong Imp. & Exp., Ltd.) is a professional
machinery company in producing and selling plywood machine, particle board machine, MDF/HDF machine,
flooring machine, lamination press, located in beautiful logistics city “LINYI”, and also won license for direct import
and export by the state government.

After 20 years’ experience and development, it always adheres to the independent innovation and scientific
development way. Now leading products and auxiliary products follow the market demand and upgrade increasingly.
Specializing in the production of various professional plywood, flooring, laminated board, particle board, MDF/HDF,
0SB complete lines and equipment. Machines are also exported to 20 countries and districts in Asia, Europe, Africa
and America with high-quality products and best service, it has won the recognition of customers inner China and
abroad.

Geelong machinery, hailed in wood-based machinery, flight being as leading manufacturers and exporters in same
industry, one time cooperation, whole life friends.
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1. Rich experience-the factory of geelong machine already has the 20 years’ production experience, covering plant construction,
wood-based machinery, board production technology, board marketing, board production consuming materials, after-sales service...etc
various parts, concentrate on building a dragon packing service, money saving, time saving and efforts saving.

2. Quality wins Trusting-geelong equipment main frame all is high strength plate of national standard, hydraulic cylinders all made by
WUXI professional factory, electrics all is international famous brand, like Mitsubishi, Delta, Schneider, Omron...etc.

3. Personalization service-geelong has its professional design team, we can design the machine according to clients’ special and
detailed requirement, and more can meet our clients” various and complex production needs and requirements.

4. High degree of automation-geelong has put the industrial upgrade on the agenda, conventional machines’ production as basement,
fully automated machines’ production as goal, aim to build a modern wood-based factory for our customers.

5. Deluxe reception service-geelong has the Mercedes Benz and Buick business car for reception, accurate translation and product

introduction, and can let our clients can find very suitable machines to meet their production requirements.

6. Team service shows the strength of our company-geelong has professional purchasing team, production arrangement, inspection
and correction during production, inspection before shipment, monitoring during loading, machines’ fastening work inside
container...etc service division, each job is responsible to the person, careful working and make zero mistake.

7. Quality control creat BRAND-geelong all hands set quality control as the first place all the time, and we believe, buying
GEELONG BRAND wood machine, helping you to achieve a great deal of life.
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CHINA GEELONG
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wood log cutting debarker spindleless peeler veneer gluing hot press * -" plywood sanding
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veneer stack veneer paving pre-press
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double spindle peeling * veneer clipping veneer splicing * veneer gluing plywood edge sawing » plywood sanding
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CHINA GEELONG

4 REBTUPRAER] B L

4t normal model debarking machine
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If the wood log is rotary peeled directly without wood debarking, the bark fiber block blade seam easily. And there is the metal and soil sand
in the bark, these things easily damage the knife blade during veneer rotary cutting work, so the wood bark must be removed before rotary
veneer peeling. This machine is main equipment to remove wood bark and before veneer peeling work.

¥/ Features:

1, TR, A AT, R RGHT Bd A .

The double roller comes forward and backward. It is convenient for wood uploading and wood unloading, which can improve the speed of
bark removing work.

2, BRI, BT RE, IREm .

Reasonable machine design, machine runs stably, easy operation.

3, RS REE, WA AER AR A SR, 5.

Adopting hydraulic feeding system, the pressure can be adjusted to suit different density of wood.

4, THR R AEFIFF O ELAR AT AR 46 % P R E .

The machine’s working width and openning stroke can be customized according to client’s requirement.

HARZH Technical parameters:

AHHEE Wood length 900-1300mm

715 J¥ Blade length 1400mm

FEHLEEHE T Linear speed of host machine 51m/min

HL4 F4% Single roller diameter 150mm

HuAE L)% Single roller motor power 7.5kw

JAIhEE Total power 24

4500%2100*1400
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CHINA GEELONG

Aft LRI R BB
41t heavy duty updated debarking machine

SR RTE 4 RS RUBRER HEHLEERS EROFHRGE, BRI MR AMETT R, SRSk e A8, RESRERERANEE, &
Suithif il G X B AR, e RERERCE, AT UAGRENLAS 24 AR

This wood debarking machine is updated based on the 4ft normal model debarking machine, the whole machine structure is welded by the
steel and the structure design is more stable and reasonable; Hydraulic station is equipped with oil cooler, avoid the sealing of cylinder
damage, and this high quality hydraulic station can ensure this debarking machine 24 hours’ working without any stop.

HARSBH Technical parameters:

A E Wood length 900-1300mm

J1 < FE Blade length 1400mm

FEHLEHNE Linear speed of host machine 52m/min

HuUR 1% Single roller diameter 150mm

AR ELHLL) # Single roller motor power 7.5kw

JAIhE Total power 24kw

4500%1900*1450mm

#4 Fs Machine dimension
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8ft hydraulic debarking machine

H AR 4 RBEHER EmARE RS, EE 1000-2600mm AR, BT 8 RENG THEREEI, A FMMHRH
BB AN AL G, R GBI, RIENURIEEIZTT, ERERAA, HE4r. BE&TREE P HERST
E Mo

This machine is produced and designed based on 4ft wood log debarking machine, applicable for 1000-2600mm wood log debarking work.
Due to 8ft wood log debarker long working width, our company added two strong rail guiding device in this debarking lathe, and we have
special and conderable design in the debarking cutting table track slot, ensure this machine working stably, extending working life,

0 ient to do mai Machines can be customized according to customer’s requirements.

o

HARZH Technical parameters:

A <# Wood length 1000-2600mm

J1H K FE Blade length 1900mm

FHLER#E Linear speed of host machine 52m/min

HHR 112 Single roller diameter 150mm

AR HLHLILZE Single roller motor power 7.5kw*2pes

MT)) 2 Total power 31.5kw

# % U} Machine dimension 5000*2300%1600mm

R BZ LB & B
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CHINA GEELONG

Accessory equipment of wood debarking machine

R EAHL

heavy duty wood loader

ficf Spare parts

B 7]
knife blade

A BT TE AR R ST

wood bark crushing and deliverying system

®’T

rollers
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CHINA GEELONG

AR BB IR HERETIHL

41t single power spindleless veneer peeling machine

e R L, EEANRMEDIER. Bk, Mk, BEARSEAM B REVIEHAL. BTSN, EUEEN
F 600mm (9AH . BFARFEEFRM, HEVGEMACE B/ B2 AT 28mm,

It is main equipment of core veneer production and mainly used to rotary peel the eucalyptus, poplar, birch, rubber and other fast-growing
wood, and also can peel the left wood log already processed by spindle peeling machine. It is normal model veneer peeling machine and the
max. wood log processing diameter is 600mm. Min. diameter of the wood core after peeling is 28mm because of spindleless.

¥R Features:

L HEhEM RS, RIER&ETRE, EREHA.

Equipped with automatic lubrication system, ensure machine running stable, so the using life of the machine is extended.

2, E et AT it FESHNR, GHIE T RSB, AL,

Feeding system is designed into leading screw and screw nut which is made from alloy.

This design guarantee feeding system synchronizing go forward and backward, so the veneer is in same thickness and smooth surface.
3, ENEGEAREE, EEAE.

The linear speed of host machine is fixed and can’t be adjustable.

4, BEVIE MR NE AR R 28mm, T LU OCERRE HE B P LT M .

Min. diameter of the wood core after peeling is 28mm, can max. help our client save wood log material.

HARSH Technical parameters:

AHHEE Wood length 900-1300mm 900-1300mm

71} < Knife blade length 1500mm 1500mm

FHLELEAE Linear speed of host machine 45m/min 45m/min

Y48 FL4% Single roller diameter 118mm 118mm

IE48 B HLTh# Single roller motor power 7.5kw 5.5kw*2pes

8258 85411 Rubber roller motor power 1.5kw 1.5kw

£ 2 #3.4/l. Veneer conveyor motor power 1.5kw 1.5kw

o B B Total weight 4500kg 4550kg

—
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4R E) 1Bz e vIHL
4ft double driving CNC peeling machine

UE B RS AR AR ML, JRTE 4 FUREY bR AE R VIHLERE BT T A0l B nah )5 .
This machine is main equipment of plywood core veneer production, and it is upgraded based on 4ft single driving peeling machine, after
updating, this machine is more heady duty.

¥ 5 Features:

1, MR R RS, WS SR EORS R, R S T LR A R E RE S .

It has touching screen control system, and you can set all kinds parameters in this system, and language showing
in this controlling screen, can be translated into your country’s own language.

2, EHLEREFE 45-120M/MIN AT .

The linear speed of host machine can be adjusted from 45-120M/MIN.

3, REEMAEEMAB, Sirien, dRERKE.

America Emerson brand frequency converter, the machine runs stably, and low failure rate.

RSB Technical parameters:

AH K E Wood length 900-1300mm

T1FK ¥ Blade length 1500mm

F A4 Linear speed of host machine 35-80m/min

Y4 FL4% Single roller diameter 118mm

3R ML 3 Single roller motor power 5.5kw*2pcs

[ 48 s M1 Rubber roller motor power 1.5kw

£ B B4l Veneer conveyor motor power 1.5kw

St Total weight 6000kg.
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SR FHEVIHL

8ft CNC spindleless veneer peeling machine

SR E R BB N, VIR 2000-2600mm FIAK, MY A R/ ERATA 30mn.
It is main equipment of core veneer production, the wood length is 2000mm-2600mm, min diameter of the wood core after peeling is 30mm.

%% Features:

1, BEhHAR RS, RIEBEETRE, EREM 0.

Euipped with automatic lubrication system, ensure machine running stable, so the using life of the machine is extended.
2, Be e AL B, FIERER, RIETHRENSAIE, HFE.

Feeding system is designed into leading screw and screw nut which is made from alloy.

This design guarantee feeding system synchronizing go forward and backward, so the veneer is in same thickness and smooth surface.
3, EHLGGEARER, EEATH.

The linear speed of host machine is fixed and can’t be adjustable.

4, WeVIEMBAERR 30mm, BT LGN P eI A A .

Min. diameter of the wood core after peeling is 30mm, can max. help our client save wood log material.

5. PLESHFRSL L8, Ao XUSCEL, AT LARET R R,

d with double pushing air cylinder in the upper squeezing rollers, can drop the left wood core with quick speed.

-

9YPP

HARSH Technical parameters:

A Wood length 2000-2600mm

J1 K Blade length 2700mm

EHLLHE Linear speed of host machine 30m/min

147 B 4% Single roller diameter 118mm

HUiR LI Single roller motor power 7.5kw*2pes

A2 ThEE Total power 37.5kw

# # R~} Machine dimension 5500*1800*1400mm

FR [ 7 B

CHINA GEELONG

TREIALBH Jes B 7

Accessory equipment of veneer peeling machine

il LA

normal wood loader

e AL

heavy duty wood loader

JEAR A AR IE

log conveyor

B ¥ BIYIHL

veneer cliper

fic 4 spare parts

et 7]
knife blade

rollers
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8RALAA R AL
8ft spindle log debarking machine

FRERENUE B E R, ARBTERRY LA IR A . ERTRARGARM, HERAE 1500mm.
Spindle wood debarking machine is the important equipment for veneer production, the wood must be removed the bark and rounded before
rotary cutting. This machine is more suitable for big diameter wood log, and the wood diameter can be up to 1500mm.

$§55 Features:

1, EAFRERMAHM, E&EE 1500mm.

It is used to rotary cut the big diameter wood and wood diameter can be up to 1500mm.
2, MGG, BTRE.

FRANCH SCHNEIDER electric components, machine runs stably.

3, BHHER AR R ETIAR, RrAd .

The whole structure is welded by the Q235B steel and channel steel, andit is durable.
4, TR P ERES.

The machine can be customized according to client’s requirement.

HARZH Technical parameters:

A VI Wood length 2000mm-2600mm

P4 F#l#E Wood loading system 2 #1E%% M 2 pieces of Rotary crane

HHL 5 Motor brand #£7) CHINA HUALI

3% #LHL Chuck motor power 4kw*2pes

1 71 ML Knife adjusting motor 1.1kw*1pcs

_E¥eE LI # Loading system motor 3kw*2pcs

T EFHIE Voltage and hertz 380V,50HZ

4T Pressure bar #3) electric

L& H it Machine weight #] about 7000KGS

FR [ 7 B

CHINA GEELONG

8RALAA R IHl

8ft vertical spindle veneer peeling machine

HRREVHLER & RAEFMEE &2
—, FERPREF 0.2-2.2mm F A [ H
R, el A R m e, &R T
KERMAM. EESKAE 1500mm.
AR A P EREAT E .

Spindle veneer peeling machine is one of
important  equipment  for  plywood
production, it mainly produces about
0.2-22mm nature decoration veneer (face
veneer) for plywood surface decoration. It is
suitable for big diameter wood and diameter
can be up to 1500mm.The machine can be
customized according to client’s requirement.

5 Features:

1, ERATKREENAM, EHETE 15000,
It is used to rotary cut the big diameter wood and wood diameter can be up to 1500mm.
2, GV DELTA 264788, ¥ S b o s 3o, JEfriesE.

TATWAN DELTA brand inverter and FRANCH SCHNEIDER electric components, machine runs stably.

3, BEARAL BN AR T R, FE AT

The whole structure is welded by the Q235B steel and channel steel, and it is durable.

4, NEVIR§EERD, AR, AR

Rotary cutting with high accuracy, quick speed, veneer surface smooth.

S, HLER THEATLAZCHe il NBAIE IR 4 B, WILASEIE 2R R R

Machine bottom can be installed with small diameter wood log conveying system, can realize automatic thickness adjusting system.

6, HLARAEEIEShAT LU R SO, WTLASEEL 2 K-8 RAEIRAE RS, BXRESHR-NEM, WERERE.

Machine peeling spindle can be equipped with SPINDLE SUPPORTING FRAME, can realize 2ft-8ft different processing width adjustment,
max. realize one machine having multi-function, reduce investment cost.

HARZH Technical parameters:

AH BE BT Wood length 2000mm-2600mm

4 AkHE /N L4 Remaining wood min, di 120mm

JiEt) bR /7 Veneer thickness 0.2-2.6mm
F LT3 Main motor power 30 FF, &% Al b Inverter motor 30kw,
iR HLHL Feed motor 1.5kw* 1 pcs

L #i Th 3 Hydraulic motor power 0.75kw*1pcs

J4ThE Total power 47.35kw

TR EAHH Voltage and hertz 380V,50HZ

EAL Pressure bar H3) electric

198 % & Machine weight # about 9500KGS
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CHINA GEELONG

8RENA RhEUIHL

8ft horizontal spindle peeling machine

ER A RTINS R M E g 2 —, EERRAF 0.2-2.2mm 24 MR, HHEREREmAENA. &R TXRE
A . BAAMERE 900mm. ARG P ERETEN.

%5 Features:

L, ERTRERAAM, BEZ2AiE 900mm.

It is used to rotary cut the big diameter wood and wood diameter can be up to 900mm.

2, G7 DELTA 588, hE &R EaRol, Biree.

TAIWAN DELTA brand inverter and FRANCH SCHNEIDER electric components, machine runs stably.
3, LR hAR A T, FFARAL

The whole structure is welded by the Q235B steel and channel steel, and it is durable.

4, WEVIRGEEWD, JEPEERR, HREDEH.

Rotary cutting with high accuracy, quick speed, veneer surface smooth.

5, G FHER DL B A MR A R R, WTLISEIL B R I R R A

Machine bottom can be installed with small diameter wood log conveying system, can realize automatic thickness adjusting system.

HARBH Technical parameters:

AE4R K Frame type A heavy

5 [ A JiE 1 4% Max. wood diameter 900mm

[BIk _E¥44% B Wood loading system 1 4E: ML Lpiece of Rotary crane

HLHLf M Motor brand €73 CHINA HUALL

2 8 e Hl. Chuck motor power dkw*2pes

A 7] HLHL Knife adjusting motor 1.1kw* 1pcs

Rl % Loading system motor 1.5kw* Ipcs

A48 Inverter TAIWAN DELTA

A8 4 Gearbox CHINA brand

§EY 7] Peeling knife B ER I HSS(high speed-steel)

—
=]

SRIEEH RhetIHl

8ft thick core peeling machine

JLE e IR B A = N EE R 2 —, AR 1-10mm MY, FEARGEFER, EERSRAR, SHTFRE
BHIAM. BERKATIE 1300mm. TR M =R ES .

Thick core veneer peeling machine is one of important equipment for plywood production, it rotary cuts the wood log into 1-10mm core
veneer. It is mainly used to make the furniture plywood, ecological board and other kind of plywood. It is suitable for big diameter wood log
and diameter can be up to 1300mm.The machine can be customized according to client’s requirement.

$F5 Features:

1, ERATKEROAM, EEAA 1300mm,

It is used to rotary cut the big diameter wood and wood diameter can be up to 1500mm.

2, £ ¥ DELTA #8488, 7S MG EEBoH, 2irEe.

TAIWAN DELTA brand inverter and FRANCH SCHNEIDER electric components ,machine runs stably.
3, MEURHERE h AR AR, AT

The whole structure is welded by the Q235B steel and channel steel, it is durable.

4. WEVIRSEE®R, AR, WEEN.

Rotary cutting accuracy, quick speed, veneer surface smooth.

5, R ARGRERS, RAMELET, REDAMEBERE T 8.

‘Whole machine chuck system is controlled by hydraulic station, adopt double chucks design, make the left core after peeling can reach min.

HAREY Technical parameters:

A VI Wood length 2000mm-2600mm

FRAEHR N E 12 Remaining wood Min. di 160mm

141 5% 4 Motor brand &) CHINA HUALI

JATEE Total power 69.6kw

TAEEEMSE Voltage and hertz 380V, 50HZ

FEAT Pressure bar #3) Electric

1122 B & Machine weight # about 23000KGS

20
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AR HeTINLA & Ao s

Automatic spindle veneer peeling machine line

Accessory equipment

normal veneer stacking machine

HARBY Technical parameters:
Lh % motor power 5.5kw*2pes

¥ cutting speed A adjustable

BB

veneer clipper

+5E) "+ R

HAREH Technical parameters:

B30 R REVIHL AL B B HE L
hoizontal spindle peeling machine veneer clipping machine vacuum adsorption veneer FH weight 1800kg
stacking machine

H NP i B A R REVIL. BB LA e LA R . AR BRE I — s S P R R T el BB ML — s RSPy, o
G B, AP RS Ak, FTEAYA 5-6 A

The whole automatic line is composed of the horizontal spindle veneer peeling machine, servo veneer clipper machine and vacuum
adsorption veneer stacking machine. After the wood is rotary cut into certain thickness face veneer, it is cut out certain size by the veneer Ea,fq: Spare pms
clipper machine, and the spindle peeling speed and clipper machine conveying speed we realized it is same, so the final size cut by the
clipper machine will be very accurate. After clipper, the veneers will be stacked automatically at last, the whole process is continuous and
automatic, and can save at least 5-6 workers.

#F /S Features:

L, BahierERsE, Hfi—AdfE.

High automatic, only need one operator.

2, EEAF, RE,

Continuous production and high production capacity.

R 7] ESpuling
knife blade edge sealing glue tape

21 22
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